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(57) Abstract: The invention 
relates to a gravity bending 
oven for glass panes, provided 
with several heating groups (5) 
(16) which are arranged in a 
cistern-shaped oven lower part 
(1) and a cover-shaped oven 
upper-part {2\ and heat insulation 

(8) arranged on the inside of the 
oven walls (7). According to the 
invendon, a plurality of channels 

(9) are arranged in the heat 
insulation, said channels being 

' cross-flown by a heat transfer 
medium and are used to guide heat 
away from the heat insulation. 
The invention also relates to a 
gravity bending method for glass 
panes, which can be carried out, 
preferably, using said type of oven. 

(57) ZusaiTuncnrassung: Die 
Erfindung betiifR einen Schwer- 
kraftbiegeofen fur Glasscheiben 
mit mehreren Heizgnippen (5) 
(16) in einem wannenfdrmigen 
Ofenunterteil (1) und einem 
deckelfbrmigen Ofenoberteil (2) 
und nut einer Warmeisolation (8) 
an der Innenseite der Ofenwande 
(7). Erfindungsgemass sind in der 
Waimeisolation eine Vielzahl von 
KanSlen (9) 
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angeordnet, die zum Abfuhren von Wanne aus der Warmeisolation von einem WarmetranspoitmediDm durchstromt werden. Aiisser> 
dem belrifft die Erfindung ein Schwerkraflbiegever&hren fUr Glasscheiben, welches vorzugsweise mil einem solchen Ofen durchge- 
fUhrt werden kann. 



